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Manufacturer

Applicant

Factory

Project Number

Product

Model/Type Ref.

Ratings

Brandname / Trademark
Principal Characteristics

A sample of the product was

tested and found to be in
conformity with

validity

Additional Information

Additional model(s)

Signature

CERTIFICATE

P24227657

ELKO AS
Sandstuveien 68
0680 Oslo
Norway

ELKO AS
Sandstuveien 68
0680 Oslo
Norway

Lexel Fabrika SIA
Krustpils 35a
Riga LV-1073
Latvia

PRJ0057470
Timer

2T10

10A 230V AC
ELKO

CI. II. 50Hz

Safety

EN 60730-1:2016;A1;A2
EN IEC 60730-2-7:2020

s
@

NORWEGIAN
ACCREDITATION
PROD 001

This certificate documents conformity with the standards shown, and also applies as license for
use of Nemko's name and certification mark. The certificate and license is valid as long as the
applicable conditions are complied with, and provided that any changes to the product are

notified to Nemko for acceptance prior to implementation.

New standards or amendments to the standards may imply that the product design must be

updated and/or that re-testing and re-certification is necessary.

See next pages

No additional models
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Relays: 1E5, micro-disconnection
Features of automatic action: Type 1
Type of terminals: Pillar

Electronic timer switch for flush mounting or surface mounting (corner box
type).

Possible connection times: 15min, 30min, 1h, 2h, 4h or 8h.

Degree of protection class:

ELKO One [P21

Other designs and corner box type IP20

Different designs are:

- ELKO Plus
- ELKO RS16
- ELKO One

Type of loads:

-2300W resistive (cos ¢=1)

-2300W incandescent or halogen Iamga

-360VA fluorescent lamp (max. 24pF for compensation)

-300VA compact fluorescent lamp

-300VA conventional or electronic transformers for low voltage halogen lamps
-230VA motors
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