ELKO

Data Sheet 1609000

Product: RS16/JBP jordfeilbryter PH

El-number; 1609000 Vol N
Mat.no: EKO06450 ~

EAN: 7020160645012

Packing: 1

Color: Polarwhite

Product description:

Residual currrent device for 16A/250VAC. Tripping at 30mA earth leaking
current and pulsating DC. Designed to provide protection to personell and
equipment. For surface mounting, use surface mounted houses 33 mm high

Technical specifications:

Voltage: 230 V/50 Hz.

Current: 16A AC

Color: Polarwhite.

Pulsating DC.

Screwless terminals.

Mounting: Flush mounted or surface box 33mm.
Depth in box: 32,5mm

Degree of protection: IP20

Switch: 2 pole mechanical break

Automatic protection: | n=30mA leaking current to earth.
Conduit connection length: 14mm

Amount of conduits pr terminal: 2

Cross section: 1,5-2,5mm?

Testfunction button.

Size

47

52

ELKO AS

E-mail: elko@elko.no
Internet: www.elko.no

Bank: 6219.05.15880
Org.no.: NO 911 382 563 MVA

s les]
32 105

Wiring diagram

L L
N N
L +
ELKO Front office ELKO Plant
Sandstuveien 68, NO-0680 Oslo Sporpind Industriomrade, NO-3340 Amot
P.O.Box 6598 Etterstad, NO-0607 Oslo
Tel.: +47 67 80 73 00 Tel.: +47 32789100

Fax: +47 67807301 Fax: +4732789101



